U L l F M % INDICATOR POST SEEC-201N

FEATURES
FIRE PROTECTION PRODUCTS Rev 10-17

Shaded area indicates change

Mueller® Indicator Post are used in fire protection
systems and perform several functions. The
Indicator Post provides a means to operate a buried
or otherwise inaccessible valve. Also, the Indicator
Post readily and clearly indicates whether the valve
is open or shut. All Mueller Indicator Posts are UL
listed and 4-14" Indicator Posts are FM Approved.
Mueller Indicator Posts are designed to withstand
up to 900 ft. - Ibs. of operating torque.

Mueller Indicator Posts are designed to operate 4"
through 24" post indicator valves requiring 14 to 75
turns to open, and can be ordered to open left or
open right. They are available in adjustable, non-
adjustable or wall mount styles. All have a cast boss
on the upper barrel that is tapped with 1/2" NPT to
allow a supervisory switch to be installed.

The Mueller Adjustable Indicator Post has a 24.25"
adjustment range* and can be easily adjusted in

the field without disassembly. The unique telescop-
ing stem shaft design speeds field adjustment and
eliminates the need to disassemble and saw off sec-
tions of stem. The base bell is attached to the lower
barrel with large diameter set screws to speed in-
stallation. The upper barrel is made of tough carbon
steel, and the telescoping lower barrel is made of
schedule 40 PVC material (ductile iron is optional).
The Mueller design uses the operating wrench to
make the post tamper proof. The operating wrench
can be stored on the Indicator Post (as shown in the
illustration to the right) so that one end of wrench fits
over the post operating nut to secure it in position.

A slot in the wrench handle fits over a post on the
barrel. A customer supplied padlock can be used

to lock the operating wrench to the barrel to resist
unauthorized operation.

The Mueller Wall Mount Indicator Post is used to operate a valve installed behind a wall and indicates if that
valve is open or shut. The Post has a 12" diameter base with 3/4" bolt holes which can be mounted to a wall.

*Applies to "ORDER LENGTH" codes B through F, code A has 22" adjustment.
All 4"-14" Posts are preset for a Mueller 6" PIV Open Left
All 16"-24" Posts are preset for a Mueller 24" PIV Open Left

_________________________________________________________________________________________________________________|
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E-1 UL /FM

Reliable Connections™

INDICATOR POST
Rev. 10-17 FOR 4°-14" VALVES FIRE PROTECTION PRODUCTS

Shaded area indicates change

A-20806: Adjustable Type Indicator Post
o [J UL Listed [0 FM Approved
(=] —)
m P325 P30
e ot PARTS LIST
Catalog Part No. \ Description \ Material \ Material Standard
(o P317 P206 SHUT Target Plastic Nylon
P209 OPEN Target Plastic Nylon
P217 Cotter Pin (short) Brass ASTM B21
y P218 Coupling Steel ASTM A500 GR.B
P3‘5\<’ & P219 Cotter Pin (long) Brass ASTM B21
P304 P242 Retaining ring Stainless Steel AISI 302
P307. P244 Hex Bolt Steel/zinc plated ASTM A307 GR.A
s P248 Post Head Cast Iron** ASTM A126 CL.B
e P329 P273 Bell Cast Iron ASTM A126 CL.B
@ P308 ‘ ) P303 Hex Nut Steel/zinc plated | ASTM A563 GR.B
QQ P209 P304 Operating Nut Ductile Iron ASTM A536
P322 P305 Cap Plastic Polypropylene
P324—] pP206 P307 Spring pin Stainless Steel | AISI 420
pa23 ?%Q P217 oF P308 Threaded sleeve Plastic Nylon
pazs P322 P309/ P309 Upper stem Steel ASTM A513
—t, P315 Pipe plug - hex socket | Steel -
P350 < P317 Window Polycarbonate -
P218 P322 Hex head screw Steel/zinc plated | SAE J429
P323 Lower Barrel PVC DR14 UL Listed
pP273 g p219 P324 Upper Barrel Steel ASTM A53 GR.B
p322 ‘ "\/Pmyusm o P325 Wrench Ductile Iron ASTM A536
CUPING P326 Lower Stem Steel ASTM A500 GR.B
U;EDNRE‘VNG P329 Socket head set screw | Steel ANSI B18.3
P350 Coupling Insert Steel ASTM A500 GR.B
-k ?&Pm P353 Washer* Stainless Steel | AISI 304
* Washer use discontinued in 2011. Not requred when P305 cap is used.
& P303

** Manufacturers option to change material to Ductile iron ASTM A536

NOMINAL TRENCH DEPTHS
FOR MUELLER RESILIENT WEDGE POST INDICATOR VALVES

"ORDER "ORDER "ORDER "ORDER "ORDER "ORDER
LENGTH" LENGTH" LENGTH" LENGTH" LENGTH" LENGTH"

4" 2.7 | 4.5 | 41" | 82" | 510" [ 7-11"| 76" | 9-8" | 9-4" | 11'-5" | 111" | 13'-2"
! 6" 3-0" | 4'-10" | 4'-6" | 6-7"| 6'-3" | 8-4" | 8-0" [10-1"| 9'-9" |11'-10"| 11'-6" | 13'-7"
' 8" 3-4" | 52" | 4-11" [6-11"| 6-8" | 8'-8" | 8-5" | 10'-5" | 10'-2" | 12'-2" | 11'- 11" | 13'- 11"
10" 3-8" | 5-6" | 5-3" | 77-3" | 6'-10" | 9'-0" | 8'-9" [10'-9" | 10'-6" | 12'-6" | 12'-3" | 14'-3"
12" 40" | 5-10"| 5-7" | 7-7" | 7-4" | 9-4" | 9-1" | A1'-1" [10'-10" | 12'-10"| 12'-7" | 14'-7"
14" 46" | 6-4" | 6'-1" | 8-1" | 77-10" | 9°-10" | 9'-7" | A1-7" | 11'-4" | 13'-4" | 13'-1" | 15'-1"

D DIMENSION ADJUSTMENT RANGE

"ORDER "ORDER "ORDER "ORDER "ORDER "ORDER
LENGTH" LENGTH" LENGTH" LENGTH" LENGTH" LENGTH"
A B C D E F
______ Min. 17.25" 36.00" 57.00" 78.00" 99.00" 120.00"
1 Max. 39.25" 60.25" 81.25" 102.25" 123.25" 144.25"

Page E-1-2 See page E-1-17 for ordering instructions



UL l FM %] ADJUSTABLE SEC-:o1N

INDICATOR POST
FIRE PROTECTION PRODUCTS FOR 16"-24" VALVES Rev. 10-17

Shaded area indicates change

A-20807: Adjustable Type Indicator Post

[J UL Listed
PARTS LIST
Catalog Part No. \ Description \ Material \ Material Standard
P206 SHUT Target Plastic Nylon
P209 OPEN Target Plastic Nylon
P217 Cotter Pin (short) Brass ASTM B21
P218 Coupling Steel ASTM A500 GR.B
P219 Cotter Pin (long) Brass ASTM B21
P242 Retaining ring Stainless Steel | AISI 302
P244 Hex Bolt Steel/zinc plated | ASTM A307 GR.A
G P248 Post Head Cast Iron* ASTM A126 CL.B
BF pa2o—@ P273 Bell Cast Iron ASTMA126 CL.B
P303 Hex Nut Steel/zinc plated | ASTM A563 GR. B
P304 Operating Nut Ductile Iron ASTM A536
P305 Cap Plastic Polypropylene
P307 Spring pin Stainless Steel | AlSI 420
P323 ﬁ %Q P217. "oF P308 Threaded sleeve Plastic Nylon
P322 P309 P309 Upper stem Steel ASTM A513
ps26—1 5 P315 Pipe plug - hex socket Steel -
P350 <> P317 Window Polycarbonate | -
p218 ” P322 Hex head screw Steelizinc plated | SAE J429
P323 Lower Barrel PVC DR14 UL Listed
pazs P219 P324 Upper Barrel Steel ASTM A53 GR.B
P322 J B\\épmym 0 P325 Wrench Steel ASTM A35 HRS
P326 Lower Stem Steel ASTM A500 GR.B
BT P329 Socket head set screw | Steel ANSI B18.3
-k ?\ P350 Coupling Insert Steel ASTM A500 GR.B
P244
* Manufacturers option to change material to Ductile iron ASTM A536
P303

NOMINAL TRENCH DEPTHS
FOR MUELLER RESILIENT WEDGE POST INDICATOR VALVES

£-3/4" "ORDER "ORDER "ORDER "ORDER "ORDER "ORDER
' LENGTH" LENGTH" LENGTH" LENGTH" LENGTH" LENGTH"

C

16" 4-10" 6'-8" | 6-5" | 8-5"]8-2"| 100-2" |9 - 11" | 11'-11"| 11'-8" | 13'-8" | 13'-5" | 15' - 5
18" 5.5 | 7.3 | 7-0" | 9-0" | 8-9"| 10-9" | 10'-6"|12'-6"| 12-3" | 14'-3"| 14'- 0" | 16'- 0"

20" 510" 7°-8" | 7-4" | 9°-5" | 9'-1" | 11'- 2" 12- 11" 12'-7" | 14'- 8" | 14'-4" | 16' - 5"

24" 6-6"8-4"]8-1"[10-119-10"| 11-10"| 11'-7" | 13'-7"| 13 - 4" | 154" | 15" - 1" | 17" - 1"

D DIMENSION ADJUSTMENT RANGE

1 "ORDER "ORDER "ORDER "ORDER "ORDER "ORDER
TRENCH LENGTH" LENGTH" LENGTH" LENGTH" LENGTH" LENGTH"
' A B C D E F
Min. 17.25" 36.00" 57.00" 78.00" 99.00" 120.00"
Max. 39.25" 60.25" 81.25" 102.25" 123.25" 144.25"

See page E-1-17 for ordering instructions Page E-1-3



SECTION _

E -1 NON-ADJUSTABLE TYPE Reliable Connections U L l F M
INDICATOR POST

:::d:ag_;:ea indicates change FOR 47147 VALVES FIRE PROTECTION PRODUCTS

A-20808: Non-Adjustable Indicator Post
01 UL Listed [J FM Approved

: : P325.
PARTS LIST
Catalog Part No. | Description Material Material Standard
P206 SHUT Target Plastic Nylon -
P209 OPEN Target Plastic Nylon <> P317.
P217 Cotter Pin (short) Brass ASTM B21
P218 Coupling Steel ASTM A500 GR.B
P219 Cotter Pin (long) Brass ASTM B21 P31
P238 Barrel Steel ASTM A500 GR.B P304,
P242 Retaining Ring Stainless Steel AISI 302 g P30T
P244 Hex Bolt Steel/zinc plated ASTM A307 GR.A P g
P248 Post Head Cast Iron** ASTMA126 CL.B it
P273 Bell Ductile Iron ASTM A536
P303 Hex Nut Steel/zinc plated | ASTM A563 GR.B
P304 Operating Nut Ductile Iron ASTM A536 g
P305 Cap Plastic Polypropylene / K
P307 Spring pin Stainless Steel AlSI 420 5
P308 Threaded sleeve Plastic Nylon e
P309 Upper stem Steel ASTM A513
P315 Pipe plug - hex socket Steel - :,
P317 Window Polycarbonate - PE
P322 Hex HD Screw Steel/Zinc Plated | SAE J429
P325 Wrench Ductile Iron ASTM A536 P21
P326 Lower Stem Steel ASTM A500 GR.B \/PZ‘S
P329 Socket head set screw | Steel ANSI B18.3 -\'/Pm—-— 5
P350 Coupling insert Steel ASTM A500 GR.B
P353 Washer* Stainless Steel AISI 304
./F‘303
* Washer use discontinued in 2011. Not requred when P305 cap is used. A_20808
** Manufacturers option to change material to Ductile iron ASTM A536 =
‘ =
h "
MAXIMUM BURY (TRENCH) )
]
Valve Size j v/ , i
LA |
0 1.3 1.8" 21" 25" 2 _g" 3 _3"
1 1.9 2 _on o 311" 3 _3" 3_9g"
2 23" 2 _g" 3 _q" 4 -5 3_9g" 43"
BARREL DIMENSIONS
Size No. ‘ A Dim ‘ B Dim ‘ C Dim
0 26.62 23.62 2"
1 32.62 29.62 7.94" % o e
" o BT | ¢ |
2 38.62 35.62 13.94 ’ﬁ ﬁ'"‘ff .
{ }
A-20815: Extension Section and Stem. _FEs=Eg
Lengths: 1'-0", 1'-6",2' - 0", 2' - 6", AN AT
3I-oll’3l-6ll,4l-oll,4l-6Il,5I-0ll E!:EI]_ Iii:ll
b AL
PIV

Page E-1-4 See page E-1-17 for ordering instructions



SECTION

U L l F M Mu:all:lecrc‘u NON-ADJUSTABLE TYPE E_1
INDICATOR POST

FIRE PROTECTION PRODUCTS FOR 167-24" VALVES Rev. 10-17

Shaded area indicates change

A-20809: Non-Adjustable Indicator Post

0 UL Listed
PARTS LIST
Catalog Part No. | Description Material Material Standard
P206 SHUT Target Plastic Nylon -
P209 OPEN Target Plastic Nylon
P217 Cotter Pin (short) Brass ASTM B21
P218 Coupling Steel ASTM A500 GR.B
P219 Cotter Pin (long) Brass ASTM B21
P238 Barrel Steel ASTM A500 GR.B
P242 Retaining Ring Stainless Steel AISI 302
P244 Hex Bolt Steel/zinc plated ASTM A307 GR.A
P248 Post Head Cast Iron* ASTMA126 CL.B
P273 Bell Ductile Iron ASTM A536
P303 Hex Nut Steel/zinc plated | ASTM A563 GR.B
P304 Operating Nut Ductile Iron ASTM A536
P305 Cap Plastic Polypropylene
P307 Spring pin Stainless Steel AlISI 420
P308 Threaded sleeve Plastic Nylon
P309 Upper stem Steel ASTM A513
P315 Pipe plug - hex socket | Steel -
P317 Window Polycarbonate -
P322 Hex HD Screw Steel/Zinc Plated | SAE J429
P325 Wrench Steel ASTM A36 HRS
P326 Lower Stem Steel ASTM A500 GR.B
P329 Socket head set screw | Steel ANSI B18.3
P350 Coupling insert Steel ASTM A500 GR.B
* Manufacturers option to change material to Ductile iron ASTM A536
MAXIMUM BURY (TRENCH) —r i
. Valve Size
Size No. =
0 37" 4" 4-6" 5 _3" |
w1 | o | 5.0 | 5.9 I
2 47" 5 _o" 5_6" 6 -3"
BARREL DIMENSIONS ‘
0 26.62 23.62 2"
1 32.62 29.62 7.94"
2 38.62 35.62 13.94" q O
p —— 1
o BORY | ¢ |
oW
{ i
A-20815: Extension Section and Stem. H_,EEEEEEL
Lengths: 1'-0", 1'-6",2' - 0", 2' - 6", AN AT
L} " 1 ] " 1 ] " L ] " L] " | |
3'-0",3-6",4'-0",4'-6",5'-0 SR
= AT
/I_IJ N i
PIV

See page E-1-17 for ordering instructions Page E-1-5



UL/ FM
E -1 SHALLOW BURY Reliable Connections™

ADJUSTABLE INDICATOR
Rev. 10-17 POST FOR 4" THRU 24" VALVES FIRE PROTECTION PRODUCTS
Shaded area indicates change

A-20806: Adjustable Type Indicator Post

[ UL Listed [1 FM Approved
A-20807: Adjustable Type Indicator Post
3 &0 [ UL Listed
—, P24
(— Ty BT .
o Pt Parts List
| -3 | Catalog Part Number \ Description \ Material \ Material Standard
P31s .*"f {__;’ P206 SHUT Target Plastic Nylon
pags D ) P209 OPEN Target Plastic Nylon
) ikt ) P217 Cotter Pin (short) Brass ASTM B21
e L = P218 Coupling Steel ASTM A500 GR.B
Pizg @ [ P219 Cotter Pin (long) Brass ASTM B21
P06 *:,-rh P242 Retaining ring Stainless Steel | AlSI 302
e P244 Hex Bolt Steel/zinc plated | ASTM A307 GR.A
-~ P248 Post Head Cast Iron** ASTM A126 CL.B
P273 Bell Cast Iron ASTM A126 CL.B
P303 Hex Nut Steel/zinc plated | ASTM A563 GR.B
5 P304 Operating Nut Ductile Iron ASTMA536 ¥
P305 Cap Plastic Polypropylene
P307 Spring pin Stainless Steel | AISI 420
1A P308 Threaded sleeve Plastic Nylon
P73 ) P309 Upper stem Steel ASTM A513
o Fets P315 Pipe plug - hex socket | Steel -
PIz2 EQ’:‘ P19 P317 Window Polycarbonate -
y 7 P322 Hex head screw Steel/zinc plated | SAE J429
T P323 Lower Barrel PVC* DR14 UL Listed
P324 Upper Barrel Steel ASTM A53 GR.B
P24 P325 (20806) Wrench Ductile Iron ASTM A536 ¥
P P325 (20807) Steel ASTM A35 HRS
o P326 Lower Stem Steel ASTM A500 GR.B
P329 Socket head set screw | Steel ANSI B18.3
A-20806 & A-20807 P350 Coupling Insert Steel ASTM A500 GR.B
P353 Washer Stainless Steel AISI 304

* Optional ductile iron lower barrel available
** Manufacturers option to change material to Ductile iron ASTM A536
V Material strength ASTM A536 65-45-12 minimum

Nominal trench depths for Mueller Resilient Wedge Post Indicator Valves
Order Length S
Part Number Valve size Minimum Maximum
4" 1 - 4" o _3n
6" 19 o _g"
- (53350 g 8" 21" 3"-0"
| 100 & A-20806
.J‘;;l(‘:-] :a‘u:: 10" 2'-. 6" 3".5"
db ik 12" 210" g _gn
14 3 _ g 4.3
16" 3._g" 4.7
( %) 18" 4-3" 5. o"
e | A-20807 p - —
- R — : 20 4'-7 5'-6
24" 5 _4" 6 - 3"
HOMINAL TRENCH
______ BEFTH D Dimension adjustment range
T | Minimum | Maximum __|
- | g
ORI ot ‘ 3" ‘ 14" ‘
| I [
1 [
IR (1]
Page E-1-6 See page E-1-17 for ordering instructions



SECTION

(Mueller Co.)

UL/FM

Reliable Connections’ WALL TYPE E - 1
INDICATOR POST
FOR 4"-16" VALVES Rev. 10-17

FIRE PROTECTION PRODUCTS

Shaded area indicates change

A-20814: Wall Type Indicator Post
[J UL Listed [ FM Approved

PARTS LIST
Catalog Part No. | Description Material Material Standard
P206 Target Shut Plastic Nylon
P209 Target Open Plastic Nylon
A'2081 4 P217 Cotter Pin (short) Brass ASTM B21
P218 Coupling Steel ASTM A500 GR.B
P219 Cotter Pin (long) Brass ASTM B21
P242 Retaining ring Stainless Steel AISI 302
p272 Washer Steel/zinc plated
P300 Eye Bolt Steel/zinc plated
P301 Hex Nut Steel/zinc plated | ASTM A563 GR.B
P302 Handwheel Ductile Iron ASTM A536
P304 Operating Nut Ductile Iron ASTM A536
P305 Cap Plastic Polypropylene
P307 Spring pin Stainless Steel AISI 420
P308 Threaded sleeve Plastic Nylon
P309 Upper stem Steel ASTM A513
P30z P315 Pipe plug - hex socket | Steel
e oGS P316 Post head Cast Iron** ASTM A126 CL.B
OPERAT'NG Nut P317 Window Polycarbonate
P326 Lower Stem Steel ASTM A500 GR.B
P329 Socket head set screw | Steel ANSI B18.3
sz) P356 P350 Coupling insert Steel ASTM A500 GR.B
P219 P353 Washer* Stainless Steel AlSI 304
P350 P354 Indicator Post Cover Cast Iron ASTM A126 CL.B
P326 P355 Hex Nut 1/2" Steel/zinc plated | ASTM A563 GR.B
P356 Hex Bolt 1/2"x1-3/4" Steel/zinc plated | ANSI B18.2.1

* Washer use discontinued in 2011. Not requred when P305 cap is used.

** Manufacturers option to change material to Ductile iron ASTM A536

|—-————

28" MAX.
18-1/2" (711.2 mm)
(469.9 mm) 37 MIN.
312 (76.2 mm)
(88.9 mm)
FIELD CUT
s | =l
SET SCREW

14” DIA.
(355.6 mm)

c

- (N
3/4” (19.1)
0 o UPPER STEM COTTER
O'(“zég';’fnnoq;“' (SQUARETUBE)  PIN
BOLT CIRCLE

See page E-1-17 for ordering instructions

PIV

LOWER STEM OPTIONAL COUPLING
(SQUARE TUBE) PIPE SLEEVE
5”SCH. 10

15-3/4” (400 mm)

Page E-1-7




SECTION

E-1 ADJUSTABLE -% U L l F M
INDICATOR POST

o dcsus e REPLACEMENT PARTS FIRE PROTECTION PRODUCTS

Replacement parts for A-20801: UL/FM Indicators Posts manufactured from 1991 - 1999.

PARTS LIST
Catalog Part No. | Description Material Material Standard
P6 Target Sign Plate (SHUT) Nylon -
P9 Target Sign Plate (OPEN) Nylon -
P17 Cotter Pin (short) Brass ASTM B21
P18 Coupling Steel ASTM A500 GR.B
P19 Cotter Pin (long) Brass ASTM B21
P42 Retaining Ring Stainless Steel AISI 302
P44 Hex Bolt (not shown) Steel/Zinc Plated | ASTM A307 GR.A 11
P45 Hex Bolt for Cap Steel/Galvanized | ANSI B18.2.1 '
P49 Washer Steel/Zinc Plated | -
P103 Hex Nut for Cap Bolts Steel/Galvanized | ANSIB18.2.1
P104 Opening Nut Ductile Iron ASTM A536
P105 Cap Cast Iron Class B E}hr;gts};
P107 Groove Pin Silicon Bronze ASTM B124 Stem Hequired Piz2
P108 Threaded Sleeve Nylon -
P109 Upper Stem Steel ASTM A108 C101B
P110 Target Half Nylon -
P111 Target Screw Steel/Zinc Plated | - ]
P112 Target Bushing Nylon - | \
P113 Stove Bolt (short) Steel/Galvanized | ASTM A164 Type RS P123
P114 Nut for "open" and "shut" Sign | Steel - .
P115 Pipe Plug (hex socket) Steel -
P116 Post Head Cast Iron Class B - P26
P117 Window Plexiglass - P22
P121 Stove Bolt (long) Steel/Galvanized | ASTM A164 Type RS P73— » { P17
P122 Hex Head Screw Steel ANSI B18.2.1 P13
P123 Lower Barrel Ductile Iron Class 5.1 P8
P124 Upper Barrel Carbon Steel Grade Aor B
P125 Wrench Ductile Iron ASTM A536
P126 Adjustable Stem Steel Tubing ASTM A500 GR.B
P127 Name Plate Polyester Fill -
P129 Spline Head Set Screw Steel ANSI B18.3

Page E-1-8
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Reliable Connections

UL l FM w ADJUSTABLE SEECT-IO1N

INDICATOR POST
FIRE PROTECTION PRODUCTS REPLACEMENT PARTS Rev. 9-05

Shaded area indicates change

Replacement parts for A-20800 UL/FM Indicators Posts manufactured from 1983 - 1985.

OIL SCREW (&%
P 33 Ak

OPERATING NUT =1

CAP SCREW P41
P35 OPERATING WRENCH
CAP STUD NUT P47
P 44
CAP
CAP STUD W’SEAL HOLE P43
P45 CAP STUD
P 44

CENTER BARREL
P 52

WINDOW
P 46

UPPER BARREL
P 48

SET SCREWS
w P15
RETAINING RING

T SIGN PLATE “OPEN '
TARGET FRAME ﬁ
P7 SIGN PLATE “SHUT”
& giﬁ P6
SIGN PLATE BOLT & NUT

LOWER BARREL P 50 P10
MONITOR
SWITCH PLUG
P70 (NOT
STEM SHOWN)
P 16
\,/ SET SCREW
M P15
o
BASE BELL SOCKET h
P 63 P18
N
/ ’ LONG COTTER PIN
P 36 SHORT COTTER PIN \ P19
BASE BOLTS & NUTS  p 17
Not Shown

Page E-1-9



SECTION
E-1

Rev. 9-05
Shaded area indicates change

ADJUSTABLE
INDICATOR POST
REPLACEMENT PARTS

Reliable Connections™

UL/FM

FIRE PROTECTION PRODUCTS

Replacement parts for A-20800: UL/FM Indicators Posts manufactured from 1972 - 1982.

LOWER BARREL P 50

CAP SCREW
P 35
SET SCREW
P15

MIDDLE BARREL P 52

BASE
BELL P 63

P 36
Not Shown

Page E-1-10

P33 0IL &
SCREW v

OPERATING WRENCH
P 47

OPERATING NUT T=
P 41

CAP STUD NUT
P44

CAP STUD W/SEAL HOLE
P 45

WINDOW P 46
UPPER BARREL ﬁ
P 48
A
SCREW P 49

RETAINING RING
P 42
SIGN PLATE ““OPEN" P 9

TARGET FRAME
P7 Ef)gﬁﬁ@?ﬁSIGN PlF;ABTE “SHUT™
L)
SIGN PLATE BOLT
P 10
MONITOR
SWITCH PLUG
P16 STEM F;_? o(\';lv?J
P 18 SOCKET
< LONG COTTER PIN P 19
SHORT COTTER PIN
P17




UL/FM

(Mueller Co.)

Reliable Connections’

FIRE PROTECTION PRODUCTS

NON-ADJUSTABLE
INDICATOR POST

REPLACEMENT PARTS

SECTION

E-1

Rev. 6-15

Shaded area indicates change

Replacement parts for A-20805: UL/FM Indicators Posts manufactured from 1986 - 1999.

Catalog Part No. Descrition Material Material Standard P,;ﬁr Mot Shown

P6 Taget Sign Plate (SHUT) Nylon -

P7 Target Fram with Bushing and Screws | - - P-33

P9 Target Sign Plate (OPEN) Plastic - P—-‘l .l

P10 Sign Plate Bolt and Nut Steel ASTM A307 CL.B

P17 Cotter Pin (short) Brass ASTM B21 P-42

P18 Socket Cast Iron ASTM A126 CL.B

P19 Cotter Pin (long) Brass ASTM B21

P33 Qil Screw Bronze - P'45

P35 Cap Screw Steel ASTM A307 CL.B P-44

P36 Base Bolt and Nut Steel ASTM A307 CL.B

P38 Lower Barrel Cast Iron ASTM A126 CL.B

P41 Wrench Nut Bronze ASTM B62 P-46

P42 Retaining Ring Stainless Steel SAE 1065-1090 P'4g‘

P43 Cap Cast Iron ASTM A126 CL.B

P44 Hex Bolt Steel / Galvanized | ASTM A164 Type RS

P45 Hex Bolt with Hold in Head Steel / Galvanized | ASTM A164 Type RS P‘g

P46 Window Plexiglass - p_?

P47 Wrench Ductile Iron ASTM A536

P49 Screw for Window Bronze ASTM B21 Alloy 464 P'E" ~

P62 Stem Steel ASTM A36 P-10

P70 1" Monitor Switch Plug Malleable Iron - P'EEI
P-62 —
P-70

P-38

i

rara
ittt

rarar

Page E-1-11



EC:K:lN NON- ADJUSTABLE UL l FM

Reliable Connections™

INDICATOR POST
Rev. 905 REPLACEMENT PARTS FIRE PROTECTION PRODUCTS

Shaded area indicates change

Replacement parts for A-20805: UL/FM Indicators Posts manufactured from 1983 - 1985.

OPERATING WRENCH

P 47
OIL SCREW
P 33
CAP
P 43
OPERATING NUT
CAP STUD NUT P 41
P 44
BDycap stuo RETAINING RING
&
P 44 P 4 D
TARGET FRAME
WINDOW P 7
P 46 SIGN PLATE “OPEN"
% e
s 5N PLATE “SHUT"
UPPER BARREL P49 >
P 43 CAP SCREW ] SIGN PLATE BOLT & NUT
P 35 P 10
=] STEM
P 62
0 MONITOR SWITCH
PLUG P70 (NOT
\ SHOWN)
P 36
BASE BOLTS & NUTS ISD“?;T COTTER ’}
buﬂ/ Not Shown .\i
SOCKET o
LOWER BARREL P18 LONG COTTER PIN
P 38 P19

Page E-1-12



Reliable Connections’

UL I FM (Mueller o NON- ADJUSTABLE sEECT_'O,IN

INDICATOR POST
FIRE PROTECTION PRODUCTS REPLACEMENT PARTS

Shaded area indicates change

Replacement parts for A-20805 UL/FM Indicators Posts manufactured from 1972 - 1982.

OPERATING WRENCH

P 47
CAP P 43
WINDOW P 46 -
| | sIGN PLATE “OPEN" P 9
SCREW P49 GN PLATE “SHUT” P 6
[ w “ 1
UPPER BARREL 7 SIGN PLATE BOLT & NUT
P 48
P10
= g STEM
P 62
CAP SCREW P 35
0
SHORT COTTER PIN
P17 :
BASE BOLTS
& NUTES (NOT SOCKET N
LOWER BARREL P 38 SHOWN) P36 2T LONG CICD)'I;'BER PIN

Page E-1-13



— A4

E -1 WALL TYPE Reliable Connections U L l F M
INDICATOR POST

Rev. 6-15 REPLACEMENT PARTS

FIRE PROTECTION PRODUCTS

Shaded area indicates change

Replacement parts for A-20811: UL/FM Indicators Posts manufactured from 1991 - 1999.

| Catalog Part No._| Description | Material ____| Material Standard ____|

P6 Target Sign Plate (SHUT) Nylon -

P9 Target Sign Plate (OPEN) | Plastic -

P17 Cotter Pin (short) Brass ASTM B21

P18 Socket Cast Iron ASTMA126 CL.B

P19 Cotter Pin (long) Brass ASTM B21

P42 Retaining Ring Stainless Steel SAE 1065 - 1090

P44 Hex Bolt Steel/Galvanized | ASTM A164 Type RS

P45 Hex Bolt with Hole in Head | Steel/Galvanized | ASTM A164 Type RS

P49 Screw Brass ASTM B21

P72 Washer Steel/Zinc Plated | -

P100 Eyebolt Steel/Zinc Plated | -

P101 Hex Nut Steel/Zinc Plated | ANSI B18.2.2 T N

P102 Handwheel Cast Iron ASTMA126 CL.B 3"M nin um

P103 Hex Nut Steel/Galvanized | ASTM A164 Type RS IrsetiomfIpp ex

P104 Operating Ring Ductile Iron ASTM A536 StemRequird

P105 Cap Cast Iron ASTMA126 CL.B

P107 Groove Pin Silicon Bronze ASTM B124 ﬁ

P108 Thread Sleeve Nylon - i i

P109 Upper Stem Steel ASTM A108 C101B i % Sozzzzd 1)

P110 Target Half Nylon - / i X

P111 Target Screw (not shown) | Steel/Zinc Plated | - 4"NPT i i i i p118
P112 Target Bushing Nylon - - / pisg
P113 Stove Bolt (short) Steel/Galvanized | ASTM A164 Type RS J / P17
P114 Nut for "open" and "shut" Steel ANSI B.18.2.2 /
P115 Pipe Plug - hex stock Steel - % > P19
P117 Window Plexiglass -

P118 Lower Stem Steel Tubing ASTM A500 GR.B

P119 Name Plate Polyester fill - 4 7

P121 Stove Bolt (long) Steel/Galvanized | ASTM A164 Type RS

P128 Post Head Cast Iron ASTM A126 CL.B

|
L —Pno
L 1 P121
-mir-:.iu,-s-J._# .
d [[[CEET&-—Pns
— '8 PO
— P113
‘G
( ]

i
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SECTION

(Mueller Co.)
UL/FM (Ouelece waLL Tvee E-1
INDICATOR POST
REPLACEMENT PARTS Rev. 9-05
Shaded area indicates change

FIRE PROTECTION PRODUCTS
Replacement parts for A-20810 UL/FM Indicators Posts manufactured from 1983 - 1990.

@ EYEBOLT
P71
OIL SCREW
P33

G ((

=
>
v
T
m
=]

P72

HAND WHEEL
P 53
<D OPERATING NUT
P 41
- o) CAP
O/EN P 43
RETAINING RING
P 42
TARGET FRAME  [dl

SIGN PLATE “OPEN"

CAP STUD (® HUT P7 Pg
b 44 ® p a4 M
@ﬁ P 6
CAP STUD W/SEAL HOLE %, SIGN PLATE “SHUT"
P45 SIGN PLATE BOLT W/NUT
P10
WINDOW
_ P 46
“"” SCREW STEM
P 49 P58
UPPER BARREL
P 48 CAP SCREW
P35 MONITOR
SWITCH PLUG
Fu:)wgg P70 (NOT
SHOWN)
q
SOCKET
P18
SHORT COTTER PIN ’
P17 <
> JLONG COTTER PIN
\ P19
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SECTION
E-1

Rev. 9-05

Shaded area indicates change

WALL TYPE
INDICATOR POST
REPLACEMENT PARTS

Reliable Connections™

UL/FM

FIRE PROTECTION PRODUCTS

Replacement parts for A-20810: UL/FM Indicators Posts manufactured from 1972 - 1982.

EYEBOLT

P71

WASHER
P72

CAP STUD
P 44

1 These parts replaced by
I EYEBOLT P17 and WASHER

FOR EYEBOLT P72.

1
1
1
i CAP SCREW
| P 54
i WASHER
i P 55
HAND WHEEL
P 53
CAP
P 43
NUT
® Pas
CAP STUD W/SEAL HOLE
P45
WINDOW

— )| P
| '"" SCREW
f P 49

UPPER BARREL
P 48

FLANGE
P 60

CAP SCREW
P 35

SHORT COTTER PIN
P17

OIL SCREW
P 33

OPERATING NUT
P 41

RETAINING RING
P42

TARGET FRAME
P7

SIGN PLATE “OPEN"
P9

@w
%SIGN PLATE “SHUT”

SIGN PLATE BOLT W/NUT P 6
P10
STEM
P 58
N
SOCKET
P18

& j
. ) LONG COTTER PIN
N P19
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UL l FM % ORDERING SEC-:o1N

INSTRUCTIONS
FIRE PROTECTION PRODUCTS Rev. 9-17

Shaded area indicates change

A-20806/A-20807 Adjustable Indicator Post

To order specify:

Quantity, catalog number including lower barrel designation (A, B, C, D, or E), valve size, direction
of opening, and size and shape of operating nut (1-1/4" square is standard and will be furnished
unless otherwise specified).

A-20808/A-20809 Non-Adjustable Indicator Post

To order specify:

Quantity, catalog number including lower barrel designation (0, 1 or 2), valve size, direction of
opening, and size and shape of operating nut (1-1/4" square is standard and will be furnished
unless otherwise specified).

A-20814 Wall Type Indicator Post

To order specify:

Quantity, catalog number, valve size, and direction of opening. Handwheel is standard on Wall
Type Indicator Posts.

Replacement Parts

To order specify:

Quantity, catalog number, part number, part name, catalog number of post, year date on post and
size or lower barrel designation of post.
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— 4 (Muslier Eanada)
E 1 ADJUSTABLE U L I F M
- INDICATOR POST
FOR 4" THRU 14" VALVES
:::di::rea indicates change CEGRISTEDARIA R OVED FIRE PROTECTION PRODUCTS

p
F*sozt\o
P307. (!I
% P329—@
g P308
%Q P209
P322
P324— P206
HOLE
P323 P17
P322
Paz6__ | P30g
P218
P273 - \/p219
P2\ T N P19
ot
oo ey
oreRATNG
o

|

~

C-20806

Nominal trench depths

Valve

Catalog e ]

P206 SHUT Target Plastic Nylon

P209 OPEN Target Plastic Nylon

P217 Cotter Pin (short) Brass ASTM B21

P218 Coupling Cast Iron ASTM A126 Class B
P219 Cotter Pin (long) Brass ASTM B21

P242 Retaining ring Stainless Steel AISI 302

P244 Hex Bolt Stainless Steel AISI| 304

P248 Post Head Cast Iron* ASTM A536 GR.65-45-12
P273 Bell Cast Iron ASTM A126 CL.B

P303 Hex Nut Stainless Steel AISI 304

P304 Operating Nut Ductile Iron ASTM A536 GR.65-45-12
P305 Cap Plastic Polypropylene

P307 Spring pin Stainless Steel AlSI 420

P308 Threaded sleeve Plastic Nylon

P309 Upper stem Steel ASTM A513

P315 Pipe plug - hex socket | Steel

P317 Window Polycarbonate

P322 Hex head screw Stainless Steel AISI 304

P323 Lower Barrel Ductile Iron ASTM A746 Class 51
P324 Upper Barrel Steel ASTM A53 GR.B

P325 Wrench Ductile Iron ASTM A536 GR.5-45-12
P326 Lower Stem Steel ASTM A500 GR.B

P329 Socket head set screw | Steel ANSI B18.3

P353 Washer** Stainless Steel AISI 304

* Manufacturers option to change material to Ductile iron ASTM A536
** Washer use discontinued in 2011. Not requred when P305 cap is used.

"ORDER LENGTH" "ORDER LENGTH" "ORDER LENGTH" "ORDER LENGTH" "ORDER LENGTH"
A B Cc D E

4" 3'-0" 4'-10" 4'-6" 6'-7" 6'-3" 8'-4" 8'-0" 10'- 1" 9'-9" -7
6" 3'-5" 5'-3" 4'-11" 7-0" 6'-8" 8-9" 8'-5" 10'-6 10'-2 12'-0
8" 3-9" 5-7" 5'- 4" 7 -4" 7-1" 9-1" 8'-10" 10'- 10" 10'-7 12'-4
10" 4 -1" 5'-11" 5'-8" 7-8" 7-5" 9'-5" 9-2" 11'-2" 10'- 11" 12'-8"
12" 4'-5" 6'- 3" 6'-0" 8'-0" 7-9" 9-9" 9'-6" 11'-6" 11'-3" 13'-0
14" 4'-11" 6'-9" 6'-6" 8'-6" 8 -3" 10'- 3" 10'- 0" 12'-0 11'-9" 13'-6"
Valve Size F G H !
e | wex | e | wen | wn | wen | e | wec
4" 11'-6" 13 -7 13' - 8" 15' - 9" 15'- 4" 17' - 5" 17'- 0" 19' - 1"
6" 11 - 11" 14'-0" 14'- 1" 16' - 2" 15'-9" 17'-10" 17'-5" 19'-6"
8" 12" - 4* 14' -4 14' - 6" 16' - 6" 16'- 4" 18' - 2" 17'-10" 19'- 10"
10" 12' - 8" 14'-8" 14'-10" 16'- 10" 16'- 8" 18'- 6" 18'-2" 20'-2
12" 13'- 0" 15'-0" 15' - 2" 17 - 2" 17'-0 18' - 10" 18'-6" 20'-6
14" 13' - 6" 15' - 6" 15' - 8" 17' - 8" 17'- 4 19' - 4" 19' - 0" 21'-0"

"D" Dimension adjustment range

e e o e | [ o |« |
MIN 22.25" 41.00" 62.00" 83.00" 104.00" 125.00" 151.00" 171.00" 191.00"
MAX 44.25" 65.25" 86.25" 107.25" 125.25" 149.25" 175.25" 195.25" 215.25"

Page E-1-18
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SECTION
E-1

Rev. 10-17

Reliable Connections

ADJUSTABLE
INDICATOR POST
FOR 16" THRU 24" VALVES

UL/FM

FIRE PROTECTION PRODUCTS

Shaded area indicates change

e E— C-20807 Catalog
) Part No Description Material Material Standard
h P325 g5 v :
P T P206 SHUT Target Plastic Nylon
Z P242\©
P248 P209 OPEN Target Plastic Nylon
% P317 P217 Cotter Pin (short) Brass ASTM B21
P218 Coupling Cast Iron ASTM A126 Class B
P315 | P219 Cotter Pin (long) Brass ASTM B21
P304\<9 ) P242 | Retaining ring Stainless Steel | AlSI 302
P307. I| P244 Hex Bolt Stainless Steel | AISI 304
% P32g ) P248 Post Head Cast Iron* ASTM A536 GR.65-45-12
@ P308 B2 Bell Cast Iron ASTM A126 CL.B
Q  peos P303 | Hex Nut Stainless Steel | AISI 304
P322
P324— PZO‘// P304 | Operating Nut Ductile Iron ASTM A536 GR.65-45-12
P217  "F
P323 paba P305 |Cap Plastic Polypropylene
P326 P309 3 D ;
—t P307 Spring pin Stainless Steel | AISI 420
p218 P308 Threaded sleeve Plastic Nylon
P309 Upper stem Steel ASTM A513
P315 Pipe plug - hex socket | Steel -
P317 Window Polycarbonate -
P322 Hex head screw Stainless Steel | AISI 304
P323 Lower Barrel Ductile Iron ASTM A746 Class 51
P324 Upper Barrel Steel ASTM A53 GR.B
P325 Wrench Steel ASTM A35 HRS
P326 Lower Stem Steel ASTM A500 GR.B
P329 Socket head set screw | Steel ANSI B18.3

* Manufacturers option to change material to Ductile iron ASTM A536

Nominal trench depths
"ORDER LENGTH" "ORDER LENGTH"
T L] Valve
i 1 i Size
1
18" 510" 7 g 75 9.-5" 9o 190 10'- 11" 16'- 11" 12/ g 145
20" 6'- 3" 8-1 7-9" 9'-10" 9'-6" 11'-7 11'- 3" 17'-8 13'-0 14'-10
}‘ "! Valve Size
! 3 16" 13'- 10" 15'- 10 16'- 0 18'- 0 17'-8" 19'-8 19'- 4" 21'- 4"
18" 14'-5" 168-15 16'-7 18'-7 18'-3" 20'- 3" 9R=RIN 21 - 11"
i 20" 14'- 9" 16' - 10 16'- 11" 19'-0 18'-7" 20'-8 20'- 3" 22' - 4"
Y 24" 15' - 6" 17'- 6" 17'- 8" 19' - 8" 19' - 4" 21'- 4 21-0' 23'-0'

"D" Dimension adjustment range

“ORDER LENGTH”

125.00"

MIN 22.25" 41.00" 62.00" 83.00" 104.00" 151.00" 171.00" 191.00"

MAX 44.25" 65.25" 86.25" 107.25" 125.25" 149.25" 175.25" 195.25" 215.25"
|
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EC:I(:; ORDERING UL l FM

INSTRUCTIONS
Rev. 917 FIRE PROTECTION PRODUCTS

Shaded area indicates change

A-20806/A-20807 Adjustable Indicator Post

To order specify:

Quantity, catalog number including lower barrel designation (A, B, C, D, or E), valve size, direction
of opening, and size and shape of operating nut (1-1/4" square is standard and will be furnished
unless otherwise specified).

A-20808/A-20809 Non-Adjustable Indicator Post

To order specify:

Quantity, catalog number including lower barrel designation (0, 1 or 2), valve size, direction of
opening, and size and shape of operating nut (1-1/4" square is standard and will be furnished
unless otherwise specified).

A-20814 Wall Type Indicator Post

To order specify:

Quantity, catalog number, valve size, and direction of opening. Handwheel is standard on Wall
Type Indicator Posts.

Replacement Parts

To order specify:

Quantity, catalog number, part number, part name, catalog number of post, year date on post and
size or lower barrel designation of post.

C-20806 and C-20807 Adjustable Indicator Post

To order specify:

Quantity, catalog number including lower barrel designation (A, B, C, D, E, F, G, H, or I), valve
size, direction of opening, and size and shape of operating nut (1-1/4" square is standard and will
be furnished unless otherwise specified).

C-20806-WT and C-20807-WT Water Tight Adjustable Indicator Post

To order specify:

Quantity, catalog number including lower barrel designation (A, B, C, D, E, F, G, H, or I), valve
size, direction of opening, and size and shape of operating nut (1-1/4" square is standard and will
be furnished unless otherwise specified).

A-20815: Extension Section and Stem
To order specify:
Quantity and length.

|
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