C}I7.IR  Resilient Seated Butterfly Valves

Valves & Controls

Performance Series

Built for Heavy Duty Applications

Ductile Iron Body

Disc: Nylon Coated

316SS or Bronze Disc

Seat: EPDM / Buna / Viton
ISO 5211 Top Flange

Size Range: 2"-24"
Pressure: 200 WOG

Chem-Tek Series

Designed for Corrosive Environments

316 Stainless Steel Standard

Body Special Duplex / Alloy 20

Seat: M / Buna / PTFE / Viton

ISO 5211 Direct Mount

4 Drilled & Tapped Lugs, Ideal for Precise
Alignment

Size Range: 2"-12"
Pressure: 150 WOG

HP Series

Fire Safe - Fire Pro Series

Wafer and Lu%‘%e
Builf to ANSI I standards

Eccenctric Double Offset Design

Both es

ANSI 150 / Class 300
Standard Material SS316

Ox Carbon Steel WCB

Sgecial Duplex SS / Elloy 20

17 - 4PH Shaft

Adg‘lstable Stem Packin

vovi Gear or Actuator Mounted

tional Valve Seats Bvailable
5211 Top Flange

Size Range: 2"-48"
Pressure Classes: 150 / 300

Wafer @
Class 150: Model BW630
Class 300: Model BW730

e
Iénlags?i%o: Model BL630
Class 300: Model BL730

Triple Offset Butterfly Valves
Hi-Tek Series

Design Feat : i
“Toll Flanged End o hand®
waf?[-' Type Pressure Classes:
ButtWeld 150/300/600/900
Metal Seats

Class VI Shut-Off

Triple Offsets



